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6. 选型表Model table

表2-1预绞式地线耐张线夹（钢绞线用）选型表Table 2-1 Preformed ground wire tension set (suitable to steel stranded wire) model table 

DUT763-2001 产品型号 适用导线直径范围
标准型号Standard type Catalogue No. Cable range (mm) 

NL-25/G 6.60 
NL-35/G 7.65-7.95 
NL-50/G 8.95~9 30 

NL-55/G 9.60 
NL-70/G 10.82-11.10 

NL-80/G 11.40 
NL-90/G 12 

NL-95/G 12.50 
NL-100/G 13 
NL-120/G 14 

注：型号中字母与数字意义：N-耐张线夹； L-螺旋预绞式；“＿”后为适用钢绞线型号。
表中的拉线指镜锌钢绞线(YB/T5004-1993)
表中仅列出部分产品， 其它规格可向公司咨询。

参考线夹长度 线夹重量 色标
Reference length (mm) Weight (kg) Color code 

635 0.20 黄Yelloy
711 0.30 黑Black

＋ 
橙Orange901 0.50 

＋ 

889 0.53 红Red
1016 0.80 绿Green
1170 0.96 黑Black

＋ 
980 0.81 红Red

＋ 
1333 1.70 橙Orange

＋ 

1333 1.70 黄Yellow
1460 2.20 黄Yellow

Note: Meaning of letters: N- tension set; L- bolt preformed; after "-" is conductor type. 
Stay line ,n this table means galvanized steel strand wire (YB!T5004-1993). 
This Table is simply listed some products, if you require other selection product, please contact the 
company (follow newt page). 

表2-2预绞式地线耐张线夹（铝包钢，良导体钢芯铝绞线用）选型表Table 2-2 Preformed ground wire tension set (ACSR) model table 

产品型号 适用导线直径范围 适用良导体钢芯铝绞线型号 参考线夹长度 线夹重量 色标
Catalogue No. Cable range (mm) Suitable ACSR Reference length (mm) Weight (kg) Color code 

AWDE-1102 4.42~4.60 445 0.1 橙Orange
AWDE-1108 5.56-5.85 520 0.2 绿Green
AWDE-1109 5.86~6.00 520 0.2 橙Orange
AWDE-1110 6.01-6.28 610 0.2 黄Yellow
AWDE -1111 6.29-6 56 545 0.2 黑Black

AWDE-1112 6.57~6.84 550 0.2 红Red
AWDE-1113 6.85-7.12 600 0.2 蓝Blue
AWDE-1114 7.13-7 40 600 0.2 绿Green
AWDE-1115 7.41-7.67 610 0.2 黄Yellow
AWDE-1116 7.68-7.95 650 0.2 黑Black
AWDE-1117 7.96-8 23 650 0.2 红Red
AWDE-1118 8.24-8 54 650 0.2 绿Green
AWDE-1167 8.55~8.69 720 0.3 橙Orange
AWDE-1119 8.70-9.02 725 0.3 黄Yellow
AWDE-1120 9.03-9 25 775 0.5 蓝Blue
AWDE-1121 9.26-9.63 770 0.5 红Red
AWDE-1122 9.64-10.01 800 0.5 橙Orange
AWDE-1123 10.02-10.39 840 0.6 黄Yellow
AWDE-1124 10.40-10.82 850 0.7 黑Black
AWDE-1125 10.83-11.23 900 0.7 绿Green
AWDE-1126 11.24-11.66 50/30 940 1.0 黄Yellow
AWDE-1127 11.67-12.04 950 0.9 红Red
AWDE-1128 12.05-12.55 980 1.0 蓝Blue
AWDE-1129 12.56-13.08 1080 1.4 红Red
AWDE-1170 13.09~ 13.61 70/40 1190 1.5 红Red
AWDE-1171 13.62-14.10 1220 1.5 黄Yellow
AWDE-1172 14.11-14.48 1250 1.5 蓝Blue
AWDE-1173 14.49~ 15.01 1270 1.5 橙Orange
AWDE-1174 15.02-15.54 1270 1.5 绿Green
AWDE-1175 15.55-16.13 95/55 1370 1.5 黄Yellow
AWDE-1176 16.14-16.79 1420 1.5 黑, Black 
AWDE-1177 16.80-17.42 1500 2.3 蓝Blue
AWDE-1178 17.43-18.08 120/70 1550 3.0 红Red
AWDE-1179 18.09-18.82 1600 3.2 黑Black
AWDE-1180 18.83~ 19.61 1800 3.7 黄Yellow
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